CORONA UNEEES

La CORONA UNO 450 ¢ stata apposita-
mente creata per 'utente professionale
che si occupa di demolizione controlla-
ta. La composizione del segmento dia-
mantato garantisce un‘alta resa unita
ad una buona velocita di taglio. La sal-
datura al laser ne aumenta la sicurezza.
Questa corona puo essere usata anche
su macchine trifase di elevata potenza.

CORONA UNO 450 has been specifically created for
professional users working with controlled demo-
lition. The composition of the diamond segment
ensures high performances together with a good
cutting speed. The laser welding improves its security.
This diamond core bit can also be mounted on
high-power three-phase machines.

ATTACCO
1"1/4F

PER USO
AD ACQUA

LUNGHEZZA
450 MM

cemento stagionato, laterizi, tegole, calcestruzzo armato

concrete, bricks, roof tiles, reinforced concrete

arenaria, piastre ghiaino
sandstone, aggregated concrete

graniti, pietre naturali, porfidi
granites, natural stones, porphyries

TABELLA TECNICA Technical Spec

monocottura, bicottura, cemento fresco, asfalto

single fired tiles, double fired tiles, green concrete, asphalt

marmi, gres porcellanato, klinker
marble, porcelain tiles, klinker
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CL145031A14
CL145035A14
CL145041A14
CL145045A14
CL145051A14
CL145056A14
CL145061A14

CL145066A14
CL14571A14

CL145076A14
CL145081A14
CL145086A14
CL145091A14
CL145101A14
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SEGMENTI Segments

CL145107A14
CL145111A14
CL145121A14
CL145127A14
CL145131A14
CL145141A14
CL145151A14
CL145161A14
CL145171A14
CL145181A14
CL145205A14
CL145225A14
CL145250A14
CL145300A14
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